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ABSTRACT
Interaction of mechanical and thermal stresses with the flaws and
microeracks within the ceramic region of metal-ceramic dental crowns
can result in catastrophic or delayed failure of these re-storations. The
objective of this study was to determine the combined influence of
induced fimetional stresses and pre-existing flaws and mierocraeks on
the time-dependent probability of failure of a metal-ceramic molar
crown. A three-dimensional finite element model of a porcelain-fused-
to-metal (PFM) molar crown was developed using the ANS¥S ® finite
element program. The crown consisted of a body porcelain, opaque
porcelain, and a metal substrate. The model had a 300 N load applied
perpendicular to one cusp, a load of 300N applied at 30 degrees from
the perpendicular load ease, directed toward the center, and a 600 N
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surface area; material-environmental fatigue constant
crack half length or radius
subcriticai crack growth constant
Shetty's constant in mixed-mode fracture criterion
g-factor
step function
ranking of ordered fracture data in statistical analysis
stress intensity factor
crack density coefficient
Weibull modulus, or shape parameter
vertical load. Ceramic specimens were subjected to a biaxial flexure
test and the load-to-failure of each specimen was measured. The
results of the finite dement stress analysis and the flexure tests were
incorporated in the NASA developed CARES/LIFE program to
determine the Weibull and fatigue parm_eters and time-dependent
fracture reliability of the PFM crown. CARES/LIFE calculates the
time-dependent reliability of monolithic eerarnie components subjected
to thermomechanieal and/or proof test loading. This program is an
extension of the CARES (Ceramics Analysis and Reliability
Evaluation of Structures) computer program.
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shear stress acting on oblique plane whose normal is
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spatial location (x,y,z) and orientation (-,J3) in a
component
solid angle in _ee-dimensional principal stress space
for which o= z o=
angle in two-dimensional principal stress space for
which o= > o.
Subscripts:
B BaRlorf
c cyclic; critical
ch characteristic
cr critical
d dynamic fatigue
e,ef effective
eq equivalent
f failure; fracture
I crack opening mode
II crack sliding mode
m crack tearing mode
I i'th
max maximum
min minimum
n normal; normal stress averaging
S surface
T transformed
u uniaxial
V volume
w Weibull
0 characteristic
Superscripts
modified parameter
- normalized quantity
INTRODUCTION - BRITTLE MATERIAL FAILURE MODES
AND DESIGN METHODOLOGY
Ceramics and glasses are two broadclassifications of materials that
share the same characteristic trait of brittleness. This deficiency
represents a concern when stresses must be borne. For instance,
ceramicsareused forwearparts(nozzles,valves,seals,etc.),cutting
tools, grindingwheels, bearings, electronics, human prostheses, and in
gasoline and turbine engine environments where the combination of
high temperaturestrengthand relative light weight make these
materials attractive. Glasses are used, among other things, as con-
tsinment vessels, including bottles, light bulbs, and television picture
tubes, as well as transmission devices such as windows and optical
fibers. Among the many requirements for the successful deployment
of these components are the proper characterization of material prop-
erties and the use of a mature and validated brittle material design
methodology.
Ceramics and glasses lack ductility which leads to low strain toler-
ance, low fracture toughness, and large variations in observed fracture
strength. When a load is applied, the absence of significant plastic
deformation or microcracking causes large stress concentrations to
occurat microscopic flaws, which are unavoidably present gs a resuR
ofmateriais processing operations or in-service environmental factors.
The observed scatter in component strength is caused by the variable
severity of these flaws and by the behavior of sudden catastrophic
crack growth which occurs when the crack driving force reaches a
critical value. Since ceramics and #asses fail at a critical flaw,
examinationof their fracturesurfaces can reveal the natureof failure.
Fraetography of broken samples has shown that these flaws can be
characterized into two general categories: (1) defects internal or
intrinsic to the material volume (volume flaws) and (2) defects
extrinsic to the material volume (surface flaws). Intrinsic defects are a
result of materials processing. Extrinsic flaws can result from grinding
or other finishing operations,chemical reaction with the environment,
or the internal defects intersecting the external surface. The different
physical nature of these flaws results in dissimilar failure response to
identical loading situations.
The ability of a ceramic component to sustain a load may degrade
over time. This is caused by a variety of effects such as oxidation,
creep, stress corrosion, and cyclic fatigue. Stress corrosion and cyclic
fatigue resultin a phenomenon called subcritical crack growth (SCG).
SCG injures at an existing flaw and continuesuntil a critical length is
reached, causing catastrophic crack propagation. The SCG failure
m_hanism is a load-induced phenomenon over time. It can also be a
function of chemical reaction, environment, debris wedging near the
crack tip, and deterioration of bridging ligaments.
Because of the variable severity of inherent flaws, the nature of
ceramic failure is probabilistic and optimization of design requires the
ability to accurately determine a loaded componenfs reliability as a
function oflimeinservice. Consequently, a successful brittlematerial
design methodology must combine the statistical nature of strength-
conlrollingflaws with fracture mechanics to allow for mulliaxial stress
states, _imultaneously active flaw populations (families of flaws), and
subcriticalcrackgrowth.
The objective of this paper is to demonstrate this design method-
ology appliedto a dental prostheticmolarcrown using the NASA
developed integrated design computerprogram, CARES/LIFE °2)
(Ceramics Analysis andReliability Evaluation ofStructuresLIFE
prediction program). With this program, it is possible to identify an
optimum geometry and material that will reduce the need for expen-
five fabricat_ andtesting. The theory and conceptspresented in this
paperreflectthecapabilitiesoftheCARES/LIFE programfortime-
dependentprobabilisticdesign.
PROGRAM CAPABILITY AND DESCRIPTION
Probabilistic component design involvespredicting the probability
of failure fora thermomechanically loaded component from specimen
rupture data.Typically these experiments are performed with flexural
or tensile test specimens of simple geometeries. A static, dynamic, or
cyclicloadisappliedto eachspecimenuntilfracture.Statistical
strength and SCG (fatigue) parameters are then determined from these
data. Using these parameters and the results obtained from finite
element analysis, the time-dependent reliability for a complex com-
ponent geometry and loading is then predicted. Appropriate design
changes are made until an acceptable probability of failure has been
reached. This design methodology combines the statistical nature of
strength-controlling flaws with the mechanics of crack growth to allow
for muttiaxial stress states, concurrent (simultaneously occurring) flaw
populations, and sealing effects. These issues are addressed within the
CARES/LIFE program.
CARES/LIFE predicts the probability of failure of a monolithic
ceramic component as a function of service time. It assesses the risk
that the component will fracture prematurely as a result of suberitical
crack growth. The effect of proof testing components prior to service
is also considered. CARES/LIFE is an extension of the CARES °'4)
program. It retains all of the capabilities of the previous CARES code,
which include fast-fracture component reliability evaluation and
Weibull parameter estimation from inert strength (without SCG
contributing to failure) specimen data. CARES/LIFE can estimate
parameters that characterize SCG from specimen data as well.
ANSYS ° Finite element heat transfer and linear elastic stress
analyses are used to determine the component's temperature and stress
distributions. The element stress output from ANSYS ® is translated
into an ASCII character neutral file. The information from the neutral
file is then input into CARES/LIFE and the reliability at each element
is calculated assuming that randomly distributed volume flaws and/or
surface flaws control the failure response. The probability of survival
for each element is assumed to be a mutually exclusive event, and the
overall component reliability is then the product of all the element
survival probabilities. CARES/LIFE describes the probabilistic nature
of material strength, using the Weibull cumulative distribution func-
tion. The effect of muhiaxial stresses on reliability is predicted using
the principle of independent action (PIA), (5'*_the W¢ibull normal stress
averaging method ('NSA), °) or the Batdorf theory.. 9) The Batdorf
theory combines the weakest link theory and linear elastic fracture
mechanics (LEFIVl). Conventional fracture mechanics analysis
requires that both the size of the critical crack and its orientation
relative to the applied loads determine the fracture stress. The Batdorf
theory includes the calculation of the combined probability of the
critical flaw within a certain size range and located and oriented so that
it may cause fracture. A user-selected flaw geometry and a mixed-
mode fracture criterion are required to model volume- or surface-
strength-limiting defects. Mixed-mode fracture refers to the ability of
a crack to grow under the combined actions of a normal load (opening
mode) and shear load (sliding and tearing modes) on the crack face.
CARES/LIFE includes the total strain energy release rate fracture
criterion, which assumes a crack will extend in its own plane
(coplanar). _ Out-of-plane crack extension criteria are approximated by
a simple serniempirical equation. (mu Available flaw geometries
include the Cmffah crack, penny-shaped crack, semicircular crack' and
notched crack. The Batdorf theory is equivalent to the probabilistic
multiaxial theories proposed by Evans _'2)and Matsuo. °3)
Suberitieal crack growth is difficult to model, because it is a complex
phenomenon often involving a combination of failure mechanisms.
Existing models usually involve empirically derived crack propagation
laws that describe the crack growth in terms of the stress intensity
factor at the crack tip plus additional parameters obtained from
experimental data.
In CARES/LIFE, the relations describing suberiticai crack growth
are directly incorporated into the PIA, NSA, and Batdoff theories.
Subcritieal crack growth is modeled with the power law, °'t_) the Paris
law, °e and the Walker law °z_s_ for static and constant-amplitude cyclic
loading. These laws use experimentally determined parameters which
are material- and environment-sensitive. The power law is used to
model stress corrosion cracking in materials such as glasses and
alumina exposed to H20. Elevated-temperature slow crack growth of
silicon nitrides, silicon carbides, and alumina also follows power law
behavior.
Some polyerystalline cerarnies are prone to strength degradation
associated with mechanical damage induced by cyclic loading. The
Paris and Walker laws have been suggested as models to account for
this behavior. °s) The Walker equation is functionally similar to the
Paris equation with additional terms to account for the effect of the R-
ratio (minimum cycle stress to maximum cycle stress) on lifetime.
CARES/LIFE is capable of predicting the change in a surviving
component's reliability after proof testing is performed. Proof testing
is the loading of all components prior to service to eliminate those
which may fail prematurely. The components that survive the proof
test will have a lower (attenuated) risk of failure in service. In
CARES/LIFE the attenuated failure probability is calculated using the
PIA, the Weibull normal stress averaging, and the Batdorf theories.
The Batdort-model is used to calculate the attenuated failure prob-
ability when the proof test load and the service load are not in line or
have different multiaxial stress states. This feature is useful when the
proof test does not identically simulate the actual service conditions on
the component. The durations of the proof test and the service load are
also considered in the analysis.
Predicted lifetime reliability of structural ceramic components
depends on Weibull and fatigue parameters estimated from widely
used tests involving flexural or tensile specimens. CARES/LIFE
estimates fatigue parameters from naturally flawed specimens ruptured
under static, cyclic, or dynamic (constant stress rate) loading. Fatigue
and Weibull parameters are calculated from rupture data of three-point
and four-point flexure bars, as well as tensile speeimons. For other
specimen geometries, a finite element model of the specimen is also
required when estimating these parameters.
THEORY
Time-dependent reliability is based on the mode I equivalent stress
distribution transformed to its equivalent stress distribution at time t-=0.
Investigations of mode I crack extonsion °9) have resulted in the
following relationship for the equivalent mode I stress intensity factor
K,_q(W,t) = o,_q(_,t) Y (t)
where o,=q(_F,t) is the equivalent mode I stress on the crack, Y is a
function of crack geometry, a('l',t) is the appropriate crack length, and
'F represents a location (x,y,z) within the body and the orientation
(tt,13) of the crack. In the Weibull and PIA models, 'F represents a
location only. Y is a function of crack geometry, however, herein it is
assumed constant with subcritical crack growth. Crack growth as a
function of the equivalent mode I stress intensity factor is assumed to
follow a power law relationship
daCP,t)
= A Kt_(V,t) (2)
dI
where A and N are material/environmental constants. The trans-
formation of the equivalent stress distribution at the time of failure,
t=tt, to its critical effective stress distribution at time t-_ is expressed
as(20,21)
O, o(V,tO= ,itB
where
2
B =
A 0 -2)
isamaterial/environmentalfatigueparameter,I_ isthecriticalstress
intens_f_tor,and oK,tf) istheequivalentstressdistributioni the
component at timet==tf.The dimensionlessfatigueparameterN is
independentof fracturecriterion.B isadjustedtosatisfythe require-
ment thatfor a uniaxialst_ss state,allmodels produce the same
probabilityof failure.The parameterB has unitsofstress2 x time.
Volume Flaw Analysis
The probabili_ of fsi]ure for a commie component using the Batdorf
model(:'9_)forvolume flawsis
coplanar strainenergy releaserate,and thc noncoplanar crack
extension(ShcCty)criterion.
Fora slmsscdcomponent,theprobabilityoffailureforvolume flaw
analysisiscalculatedfrom equation(7).The finitelementmethod
enables diacretizationf thc component intoincrementalvolume
elements.CARES/LIFE evaluatesthe reliabilityat thc Gaussian
integrationpointsofthe¢Icrnentor,optionally,attheclementccnm)id.
Subelemcnt volume isdefinedas thecontributionofthe integration
pointotheclcroentvolume inthe courseofthenumericalintegration
procedure.The volume ofeachsubelement(correspondingtoa Gauss
integrationpoint)iscalculatedusingshape functionsinherenttothe
element tyl_(4).Assuming thatthe probabilityof survivalforeach
elanentisamutuallyexclusiveevent,theoverallcomponent reliability
is then the product of allthe calculatedelement (or subelcment)
survivalprobabilities.
{:I07oPly = 1 - cxp - 4n do=
whom V isthe volume, Tlvisthe crackdensityfunction,o_= isthe
_um valueof¢_0 forallvaluesof 117,and o istheareaof a solid
angle projectedonto a unitradiusspherein principalstressspace
containingallcrackorientationsforwhich theeffectivestressisgreater
thanor equalto thecriticalmode I strength,%. The crackdensity
dis_bufonisa funclionof thecriticaleffectivestressdistribution.For
volume flawanalysis,the crackdensityfunctionisexpressedas
m V
_v(o=(P)) = kBvo= (5)
where ksv and mvare material constants. The solid angle is expressed
as
c_ = fo2n fon H(Oleq, o,Oa) sinG da d_ (6)
where
H(°I_0'°=) = {]0 ole_0°zeq'°_°=<o=
and ccand [3 arc the radial and azimuthal angles, respectively, on the
unit radius sphere. The transformed equivalent stress o_. 0 is
dependent on the appropriate fracture criterion, crack shape, and time
to failure, tr Equation (4) can be simplified by performing the
integration of %cn) yielding the time-dependent probability of failure
for volume flaw analysis
_ __[_ "=BV F C 2n c_Omv _m'.,.
Pfv(tf)= 1 r.,z,p[ 2 x Jv.I0 J0 1_oI,x,_) sinada d[3dV
(7)
Fracturecriteriand crack shapes availablefor time-dependent
analysisarc identicalto those used for fastfractureanalysisin
CARES. °'4)These fracturecriteriaincludeWeibull normal stress
averaging(ashear-insensitivecaseof the Batdorftheory),the total
(4)
Surface F_aw Anal_is
The probabilityoffsilumfora ceramiccomponent usingtheBatdorf
model(V_) forsurfaceflawsis
P= = 1 - cxp - ca dTis(O=)do= (8)
do=
where A isthesurfacearea,vh isthecrackdensityfunction,o, isthe
maximum _ of o_,0forallvaluesof_, and caisthearcle'_gthof
an angle¢ projectedontoa unitradiusscmi-cireleinprincipalstress
space containing all of the crack orientations for which the effective
stress is greater than or equal to the critical stress. Analogous to the
argument for volume flaws, equation (8) can be reformulated,
yielding m)
P_s(_) = ] - cxp --_- (9)
The transformed equivalent stress o_0 is dependent on thc
appropriate fracturc criterion, crack shape, and time to failure, tf. The
fractu_ criteria and crack shapes available for timc-dcpendent analysis
are identical to those used for fast fracturc analysis. Thcsc fracture
critmia include Weibull normal stress avcraging (a shear-insensitive
case of the Batdorftheory),the total coplanarstrainenergy release
rate, and the noncoplanar crack extension (Shetty) criterion.
The finite element method enables discretization of the surface of
the component into incrcrnental area elements. CARES/LIFE eval-
uatm the failure probability at the Gaussian integration points of shell
elements or, optionally, at the element centroids. The area of each
subelement (corresponding to a Gaussian integration point) is calcu-
lated using shape functions inherent to the element type (4). Assuming
that the probability ofsorvival for each element is a mutually exclusive
event, the overall component reliability is then the product of all the
calculated element (or subelement) survival probabilities.
Static Fatieue
Smdc fatigue is defined as the application of a nonvarying load
over time. For this case the mode I equivalent stress, o_(_P,t), is
independent of time and is thus denoted by o_(R_). Integrating
equation (3) with respect to time yields
°l_°(_'tf)= °Icq(_)['if°_eq(_P)+ ] _ "_B (I0)
Dynamic Fati.que
Dynamic fatigue is defined as the application of a constant stress
rate o(xF) over a period of time, t. Assuming the applied stress is
zero at thne t=0, then
Ol©q(_,t) = 0(_) t (11)
Substitutingequation (I 1) mto equation (3) results in an expression
for effective stress at the time of failure
I °_q(V,tr) tr _-2
O_o(_) [_B-= + Olcq (_P,tf)]
(12)
Cyclic Fati,que
Cyclic fatigue is defined as the repeated application of a loading
sequence. Analysis of the time-dependent probability of failure for
a component subjected to various cyclic boundary load conditions
is simplified by transforming that type of loading to an equivalent
static load. The conversion satisfies the requirement that both
systems will cause the same crack growth. _) Implicit in this con-
version is the validity of equation (2) for describing the crack
growth. The probability of failure is obtained with respect to the
equivalent static state.
Mencik<_)and Evans _ defined g-factors, g(_P), for various types
of cyclic loading, that are used to convert the cyclic load pattern
to an equivalent static load. For periodic loading, T is the time
interval of one cycle, and o_q(xF) is the equivalent static stress
acting over the same time interval, t1, as the applied cyclic stress,
Ol=q:(_,t), at some location _F. The equivalent static stress is
related to the cyclic stress by
"l
= Oleqc(tP,t) clt = t I T ] (13)fo' f°+°;'°(v")
= g(v) o_+..(v) t 1
The CARES/LIFE program uses the maximum cyclic stress,
o[,_ (tp), of the periodic load as a characteristic value to
norht_lize the g-factor. For a periodic Ioacl over a time t_, the
mode I static equivalent stress distribution is
oleq,o(tP,tf) = OleqcJtP) g(tP)tf °t=q%'(tF) + 1
B
(14)
The use of g-factors for determining component life is an
unconservative practice for materials prone to cyclic damage. The
Walker equation, (m which has traditionally been used in metals
design, has been suggested as a model of fatigue damage for some
ceramic materials. (m The Walker equation describes the crack
growth increment per cycle, n, as
dn
where
and AK_(_,n) represents the range of the stress intensity factor
over the load cycle. The subscripts max and min indicate the
maximum and minimum cycle stress, respectively. The cyclic
fatigue parameters A, N, and Q are experimentally determined.
The Walker equation reduces to the Paris law (tt) when N and Q
are equal in value. The integration of Eq. (15) parallels that of Eq.
(2), yielding the cyclic fatigue equivalent stress distribution
%qo__,n)
f_[I-ROP,n)]Q _
Olc+'0(tl_'rlf) = B
+ Oi_° (tP,nr)
(16)
where R(_,n) is the ratio of the minimum to maximum cyclic
stress, t h is the number of cycles to failure, and B is now
expressed in units of stress 2 x cycle. The parameters B and N are
determined from cyclic data.
Evaluation of Fatique Parameters from Inherently Flawed
Specimens
Lifetime reliability of structural ceramic components depends on
the history of the loading, the component geometry, the distrib-
ution of pre-existing flaws, and the parameters that characterize
subcritical crack growth. These crack growth parameters must be
measured under conditions representative of the service environ-
ment. When determining fatigue parameters from rupture data of
naturally flawed specimens, the statistical effects of the flaw
distribution must be considered along with the strength degrad-
ation effects of subcritical crack growth. In the following di-
scussion, fatigue parameter estimation methods are described for
surface flaw analysis using the power law formulation for constant
stress rate loading (dynamic fatigue). Analogous formulations for
volume flaws, static fatigue, and cyclic fatigue have also been
developed.in
For the uniaxial We_ull distribution the probability of failure is
expressed as
[/" ]Pm(tf)= 1 - exp -k_s Ol,o0F) dA
A
(17)
where _P represents a location (x,y) and oL0 denotes the
transformed uniaxial stress analogous to ok,_.o as def'med in
equation (13). The Weibull crack density coefficient is given by
1m S
OoS
(18)
The Weibull scale parameter. Oos,corresponds to the stress level
where 63.2 percent of six.linens with unit area would fail and has
units of stress x area 1_
The Weibull parameters are usually determined in an inert
environment or at a high enough stressing rate such that crack
extension from SCG is negligible. Specimens are usually of simple
geometry and loading conditions, such as beams or disks under
flexure, or cylindrical specimens under uniform uniaxial tension.
The test failure probability can be expressed in terms of the high-
est stressed point in the specimen, of, using the two-parameter
Weibull form
1%,Oos/ _ (19)
where ae is the characteristic strength of the experimental data and
A. is the effective area. The Weibull modulus and characteristic
strength are estimated from specimen rupture data using
techniques such as maximum likelihood and least squares as
detailed in references 1, 3, and 25. The effective area, At, is
defined for the uniaxial Weibull distribution as
Ae=!/Ol(tF)lmsdA_of ) (20)
where ol0?) denotes the maximum principal stress distribution.
For multiaxially stressed components, the Batdorf technique is
used to evaluate the effective area. The analogous formulation for
A_ is then
(21)
where the normalized Batdorf crack density coefficient
k ss = kBs/k.s is used to normalize to the uniaxiai stress state.
Similar expressions for the effective volume, V, are determined
based on volume flaw formulations.
CARES/LIFE normalizes the various fracture criteria to yield
an identical probability of failure for the uniaxial stress state. This
is achieved by adjusting the fatigue constant B as well as kBs. For
the uniaxial Weibull model this adjusted value is denoted by B.
and for the Batdoff model it is denoted by Bs. From the dynamic
fatigue equation (12), substituting Bws for B, Ns for N, the uniaxial
stress oj for ol_,, and rearranging equation (17) while assuming
that
(Ns+l) B_
> > 1 (22)
the median behavior of the experimental dynamic fatigue data can
be described by
Og.s= AdO I/f_s+1) (23)
where o. is the median rupture stress of the specimen and o
represen_Sthe stress rate at the location of maximum stress. The
constant A_ is
A d --
Ns_2 / I/(Ns+l)
+ l_)
[_ go,
lo( ]J (24)
where
l_ls -- rfl S
N s - 2
The constants Ad and A a are obtained by equating risks of
rupture. A a is a modified effective area required for the time-
dependent formulation. For the uniaxial Weibull distribution, the
expression for the modified effective area is
(25)
where ot(W,tt)denotesthe maximum principalstress distribution.
For multiaxiallystressedcomponents,theBatdorftechniqueis
used toevaluatefatigueparameters.The analogousformulation
for A_f is then
(26)
Equation (24) is applicable except that Bm replaces Bws. The re-
lationship between Bns and B_sfor a uniaxial load is established by
equating the risk of rupture of the Batdorf model with that of the
uniaxial Weibull model <_1
Bws
__ = . A (27)
BBS 2  ff09 or,q "('i',tf) da
A
As N s becomes large, equation (27) approaches unity.
The terms A d and N s in equation (24) are determined from
experimental data. Taking the logarithm of equation (23) yields
1
_1 ofo._ = _ A d + _ _nd (28)
Ns+ 1
Linear regression analysis of the experimental data is used to
solve equation (28). The median value method is based on least
squares linear regression of median data points for various stress
rates. Another technique uses least squares linear regression on all
the data points. A third option for estimating fatigue parameters is
a modification to a method used by Jakus. _> In this procedure,
fatigue parameters are determined by minimizing the median
deviation of the logarithm of the failure stress. The median
deviation is the mean of the residuals, where the residual is
defined as the absolute value of the difference between the
logarithm of the failure stress and the logarithm of the median
value. In CARES/LIFE this minimization is accomplished by
maximizing m s (N s + 1)estimated from the data versus the
fatigue exponent ">. CARES/LIFE performs least squares or
maximum likelihood Weibull parameter estimation as described by
Pai and Gyekenesi _ to solve for Weibuli distribution parameters.
The fatigue constant B is obtained from equations (24) and (27).
INTRODUCTION - DENTAL CERAMICS
Recem breakthroughs in materials science and technology have
led to improved dental restorative ceramics, metals, and resin-
based composites. These breakthroughs have become important
since major controversies during this period have centered on
allegations of the physiological risks of mercury released from
amalgam restorations and environmental concerns regarding waste
disposal. In response to tlais the Swedish government has proposed
the progressive elimination of amalgam as a dental restorative
material by 1997. Other nations are expected to follow the
Swedish model. Among the materials that have been considered
as the most biocompatible alternatives to amalgam are dental
ceramics. New ceramic products and technologies have gained
considerable acceptance in Sweden even though their safety and
efficacy have not been fully established.
Ceramic restorations represent one choice for treatment of small
to large areas of tooth breakdown in anterior and posterior teeth.
Current ceramic products are designed as feldspathic veneering
porcelains for a metal substrate (metal-ceramic or porcelain-fused-
to-metal restoration) or as components of an all-ceramic restor-
ation. The properties of feldspathic porcelains depend on their
composition, microstrucmre, residual stress state, flaw character-
istics, and surface finish. The compositions of dental porcelains
for metal-ceramic restorations are often formulated from feldspar
and may contain 37-63 wt% SiO_, 9-17wt% AJ E_, 4-15wt%
Na_O, 5-14wt% I_O, 0-3wt% TiO 2, 0-27wt% ZrO 2, and 4-15wt%
SnO:. Colorant oxides and opacifiers are added for esthetic
purposes.
All-ceramic restorations derive their fracture resistance from
tougher, higher-strength core ceramics since they lack the high
elastic modulus of some metals used as the substructure of metal-
ceramic prostheses. Compared with glass ionomer cement and
glass-filled resin-based composites that are restricted to lower
stress applications, dental ceramics are more durable and less
technique sensitive. However, they are more costly and require at
least two dental appointments, expect for CAD-CAM restorations
that can be machined on-site after an image of the prepared tooth
is recorded and transmitted to the computer controlled machining
unit. Also, compared with cast-metal or metal-ceramic restor-
ations, all-ceramic restorations are more esthetic, but they are
more susceptible to fracture, especially when they are used for
reconstruction of molar teeth that are exposed to higher forces.
Failure of a ceramic or metal-ceramic restoration may also be
caused by debonding, secondary decay at the borders of the
restorations, root canal treatment, root fracture, and periodontal
disease.
During the past 10 years, advances have been made in the
development of ceramics with greater toughness and flexure
strength, and of glass-polymer composites with greater wear
resistance and higher strength. Although dental ceramics con-
stitute a much more cosdy alternative than some other materials,
they offer the advantages of aesthetics, inertness, durability, low
thermal conductivity, and low diffusivity, as compared with
amalgams. Compared with resin-based composites, ceramics are
not as susceptible to bacterial adhesion and plaque accumulation.
While ceramics are generally considered to be inert in the oral
cavity, there are certain phenomena associated with their use that
may cause significant surface degradation of these materials and
subsequent physiological side effects. The survival of these
materials as dental restorations depends on their resistance to
degradation under the harsh conditions of the oral cavity. These
conditions include exposure to a variety of fluids ranging in pH
from 2 to 9, thermal cycling between 5 and 55"C, loads of up to
4,345 N as reported by Gibbs et al. cr°, attacked by acidulated
phoshate fluorides, and abrasion from tooth brushing, professional
cleanings, and food substances.
Because of their brittle nature, dental ceramic materials are
susceptible to failure from small flaws or cracks under applied
tensile stresses. There are several factors which are associated
with crack initiation and propagation in dental ceramic
restorations, including: (1) shape of the restoration and thickness
of ceramic layers; (2) microstructural imhomogene; (3) size and
distribution of surface and volume flaws; (4) residual and transient
stresses and stress gradients induced by polishing and/or thermal
processing; (5) the environment in contact with the restoration
(stress corrosion fatigue), (6)repeated Ioadings (cyclic fatigue from
debris wedging at crack tips); (7) thermal expansion or contraction
differences; and (8) magnitude and orientation of applied loads.
The possible interactions among these variables complicate the
interpretation of failure analysis observations.
Fairhurst et al. _s>cite several studies showing that dental por-
celains exhibit stress corrosion fatigue. These studies have shown:
(1) a lower fracture strength when the porcelain specimens were
tested in water as compared to testing in air; and (2) a decrease in
breaking strength with increased durations of applied load in
water. White czg) showed evidence that feldspathic porcelain
undergoes mechanical fatigue as well. Additional research is
expected to uncover the role cyclic loading has on the strength of
these materials over time. As a consequence, failure over time for
dental restorations involves accumulated degradation of the
material as well as the occasional instance of overloading and
accumulated decay of the tooth at the borders of the restoration.
Anusavice _3°>has reviewed several clinical studies of porcelain-
fnsed-to-metal (PFM) service lifetime reported by various authors.
Results varied from study to study and a clear consensus
regarding lifetime did not emerge. Walton et al. o_) reported a
mean life span of 5.7 years and porcelain failure was the second
most common failure cause for the bridges and crown surveyed.
Maryniuk and Kaplan°2) reported a survey of practicing dentists
in which longevity estimates were made for a single-unit PFM
restoration and a comparable all gold unit. The PFM units were
estimated to have a mean life of 12.7 years versus 14.7 years for
the all gold restorations. For a glass-ceramic dental molar crown
(Dicor" material), Moffa °3) reported a failure rate of 35% during
the first three years. In a similar study Erpenstein and
Kerschbaum °4) reported a four-year failure rate of 64%. An
earlier study by Linkowski °_ with Cerestore" material indicated a
four-year failure rate of 19%.
Fracture surfaces of clinically failed all-ceramic crowns were
systematically studied by Thompson et al._) for Di_or
and Cerestore" materials. Ten fractured Dicor" and 12 fractured
Cerestore" crowns were retrieved and analyzed. The authors con-
clude that fracture initiation sites appear to be controlled primarily
by the location and size of the critical flaw, and not by the
specimen thickness. Also, surface preparation and installation
technique were important regarding failure mode. All Dicor"
crowns displayed fractographic features indicating failure initiation
along the internalsurface from surface residing flaws as shown in
Figure I, taken from reference 36. The fracture surfaces were
relatively smooth and fracture origins were clearly defined.
Etching of the surface prior to resin bonding(cementation)
introduces a modification of existing flaws. Cerestore" crowns
displayed fractographic features indicating failure initiation along
the porcelain/core interface, or within the core near the interface.
One of the Cerestore" crowns had a failure initiation site on the
outer surface of the porcelain layer at the cervical margin; another
had a failure initiation site located at a large internal pore within
the porcelain layer. Cerestore" fracture surfaces were rough and
the core ceramic contained a large volume fraction of porosity. As
such, precise location of critical flaws could not be determined.
For other types of crowns, the location of failure varies, including
localized chipping as a result of Hertzian stresses from contact
loads o'.
Kelly et al.°7)investigated all-ceramic fixed partial dentures with
the goal of correlating laboratory testing with clinically failed units
using finite element analysis and the Weibull distribution function.
Anusavice and Hojjatie c_) used finite element analysis to model
occlusally loaded glass-ceramic crowns with flaws in the cement-
atious bonding layer. These are among the first studies attempting
to correlate modeling with observed clinical failure modes.
Since it has been demonstrated that ceramic dental restorations
fail in a classic brittle manner, brittle material design methodology
employing reliability analysis can be useful in the analysis, design
and optimization of these restorations. To test this hypothesis this
study was designed to demonstrate reliability analysis of a PFM
molar crown restoration. Although no clinical study regarding
failure analysis of metal-ceramic crowns exists, it is reasonable to
expect that the ceramic material behaves in a similar manner as
described in the previous studies cited above. A key question to
be answered was if the reliability analysis based on an idealized
model and finke element analysis could reasonably provide further
insight on the failure modes and likely locations of critical flaws
in these restorations. Also, the step-by-step process by which
testing data is translated into reliability predictions of a dental
crown is demonstrated. We speculate that in conjunction with
imaging technology (scanning an individual's dental topology),
finite element analysis and optimization techniques that employs
reliability prediction methodology can lead to improved designs.
EVALUATION OF WEIBULL AND FATIGUE PARAMETERS
To predictthe reliability of a componentover time in service the
materialWeibull and fatigue parametersmust be known. Weibuli
and fatigue parameters are obtained from rupture experiments of
many nominally identical flawed specimens. In this study
reliability is predicted for two materials: (1) Porcelain B (J. F.
Jelenko and Co., Armonk, NY, USA) used to form the exposed
outer surface oftbe crown: and (2) Porcelain O (J. F. Jelenko and
Co., Armonk, NY, USA) that is applied directly over the surface
of the metal layer to reduce visibility of the metal. Both of these
materials are feldspathic porcelains. Fast-fracture rupture data for
the body 1 (B) and opaque 4 (O) porcelains was obtained from
references 09) and (40) respectively. Fatigue rupture experiments
were not performed on these materials in reference (39), however
dynamic fatigue experiments were performed by Fairhurst et al.°_)
on the Porcelain B material. Specific information regarding the
experimental setup and testing environment for fast-fracture is
described in reference (39). Two specimen configurations were
tested; 3-poim flexure bars and pismn-on-3-ball loaded circular
disks. Only the results for the piston-on-3-ball specimens were
used herein, since the 3-point data reported in references (39) and
(40) suffered from poor dimensional control of the specimen
thickness. Add/tiona_, the 3-point specimen inherently can suffer
from machining(chip) flaws along the specimen edges (confound-
ing results by introducing a competing failure mode against the
naturalmaterial flaws). Two major advantages of the piston-on-3-
ball configuration is that specimen edges are not highly stressed
and that the 3-point fixture can accommodate slightly warped
specimens. The disks had an average radius of 8.0 nun, a thick-
ness of 2.0 ram, a support radius of 5.0 mm, and a radius of the
load piston of 0.8 nun. Specimen to specimen dimensional
variation was negligible.
In order to sample the inert strength distributions, 10 specimens
of each material were ruptured in dry air. Note that sample sizes
of at least 30 specimens are desired to reduce uncertainty in the
accuracy of the estimated parameters (especially the Weibull
modulus m). Detailed fractographic examination of the broken
samples to determine the identity of flaw populations was not per-
formed. However, fractography is recommended on all speci-
mens. The Weib_ plots of the fracture data, Figure 2(a) and (b),
and the outlier test in CARES/LIFE did not indicate any strong
curvatures or unusual data. This is an indication that the data is
unimodal (derived from only one flaw population). Optical
examination of the fracture surfaces did not reveal unusual
features such as scratch or machining flaws. For this study the
flaws are considered to be randomly oriented and distributed
exclusively in the material volume (volume flaws) or on the
surface (surface flaws). Fracture strengths from references (39)
and (40) were determined at the center of the disk (the highest
stressed point) at the instant of failure using the formulation
recommended by Marshall et al. (41) and Young et al. (42).
Of- ----- 1 + 2 * -- 1 -
4 _'t 2 r_ (1 ÷ v) 2 a2J
ro" = (1.6ro2 + t2) +rz - 0.675t for ro _ t/2
re" = ro for r0 >t/2
(29)
Where a is the radius of the balls from the center of the disk, ro is
the radius of the piston, R is the radius of the disk, t is the
thickness of the disk, and P is the applied force. Figure 2(a) and
(b) show a Weibull plot of the fracture stresses. The Porcelain O
is significantly stronger than the Porcelain B. Note this figure also
includes Kanofsky-Srinivasan 90% confidence bands _. As
indicated in reference (39), equation (29) correlates well with
results from 3-dimensional finite element analysis when disk
dimensions and load spacings are within certain ranges. However,
for parameter estimation purposes the effective volume and area
(see equations (20) and (21)) must additionally be computed.
Consequently the stress distribution throughout the disk must be
known. Because of the loading complexity and presence of multi-
axial stress states, the integration is performed numerically in
CARES/LIFE using the results from ANSYS" finite element
analysis. A one-third finite element model of the piston-on-3-ball
disk was used to study the specimen's stress distribution. The
specimen disk model consists of solid elements (ANSYS ° element
SOLID45) and shell elements (ANSYS ° element SHELL63) where
mesh density is highest at the disk center on the tensile surface. A
sufficiently refined mesh is essential for reliability analysis since
stresses are exponentiated by the Weibull modulus in the stress-
volume (-area) integral. Hence, the accuracy of results is highly
sensitive to the accuracy of the stress solution. The solid elements
are used for the volume flaw formulations. Shell elements were
placed on the surface of the model sharing common nodes with
the solid elements. The shell elements were set with a very small
(lxl0 + ram) thickness and with membrane properties only (no
bending stiffness) so that a negligible amount of stiffness was
added to the problem. The presence of the shell elements yielded
the in-plane elemental surface stresses and corresponding ele-
mental areas. Figure 3 is a first-principal-stress plot for the speci-
men disk. Stresses predicted by FEA were consistently within a
few percent of the closed form approximation (equation (29)).
The effective volume, V c, and area, _A, were calculated
with CARES/LIFE using the Batdorf methodology (see equa-
tion (21)), Shetty's mixed-mode fracture criterion tin, and a penny-
shaped crack for the volume flaw and a semi-circular crack for the
surface flaw (further details are given in refs. 1 and 3). Table 1
sttmmarizes the results from CARES/LIFE of the Weibull modulii,
characteristic strengths, effective volumes and areas, as well as
the scale parameters for the two materials (as described by
equations (18) to (21)). These parameters are used for the sub-
sequent fast-fracture reliability analysis.
Assuming that small crack-like imperfections control the failure,
the material strength in multiaxial stress states can be correlated
to the effects of mixed-mode loading on the individual cracksfl '91
Shetty <n>developed a simple equation describing the ability of a
crack to extend under the combined actions of a normal and shear
load on the crack face using an empirically determined parameter,
E. For a semicircular crack this equation is °>
ot_ a= _- o n+ o.+3.301
(30)
where o n and x are the normal and shear stresses, respectively,
acting on the flaw plane. For a penny-shaped crack this
relationship is
°I2= 2" °n+ °n+ t_ (2-v
(31)
A value of C = 0.82 approximates the non-coplanar strain energy
release rate criterion.
The dynamic fatigue specimen rupture data from Fairhurst
et al. a_ was used to obtain fatigue parameters for Jelenko Gingival
por-celain B. Fairhurst et al. _> also determines fatigue param-
eters for a second material, designated C1/C3 Model porcelain.
The parameters, for the C1/C3 Model material, are used for the
porcelain O in this study (for the time-dependent reliability
analysis). Note porcelain C1/C3 Model and porcelain O have
similar We_ull parameters as shown in Table I and Table 2. We
conjecture that the two porcelains (C1/C3 Model and O) will
generally have a similar fatigue behavior because of the similarity
of the glass components of the two materials. The C1/C3 Model
is a bimaterial consisting of a high leucite-containing component
(C1), and the glass component (C3), provided by Jelenko Dental
Health Products, Armonk, NY. A mixture of 0.6 C1 and 0.4 C3
was used for the model system. Beam deflection of specimens
from this composition matched the beam deflection of the body
porcelain (indicating the Young's modulus of C1/C3 Model is
similar to the value for the porcelain O). Further information
regarding the material compositions and experimental setup and
testing environment is described in reference 28.
Again a piston-on-3-ball specimen configuration was used,
except with a disk radius of 6.00 ram, a thickness of 1.00 ram, a
support radius of 3.16 ram, and a piston radius of 0.78 ram.
EClnation (29) was used to determine peak fracture stresses _+3)and
a t'mite element model of the specimen was prepared. Each
material was tested at five stressing rates (100, 10, 1, 0.1, and
0.01 MPa/s) in water (to simulate the oral environment), and also
in a dry (inert) environment. All tests were performed at 37 ° C.
Fifty B and twenty CIIC3 Model porcelain specimens were tested
at each stressing rate. One hundred B and twenty CI/C3 porcelain
specimens were tested in fast-fracture. Individual specimen
fracture stresses were not available t431, however reference (28)
gives median rupture stress values at each stressing rate, as
reproduced in Figure 4(a) and Co). Figure 4 also shows median
regression line and the 90% prediction band of the scatter in the
data estimated from CARES/LIFE. Fortunately, the data reported
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by Fairhurst et al._ are sufficient to utilize the parameter estim-
ation capabilities of CARES/LIFE (see equations (28), (26), (24),
(21), and (19)). Using these results and finite element analyses of
the specimen, the Weibull and fatigue parameters were calculated
and listed in Table 2. The values listed in Table 2 were calculated
based on specific specimen geometry, loading, crack shapes, and
the fracture criterion; hence, the results are not directly compar-
able to reference 28 (which did not consider these factors). Also,
the difference in the fatigue exponent N from this study and that
of Fairhurst et al. _) is associated with regression being per-
formed on median values versus regression performed on all
fracture stresses.
RELIABIUTY ANALYSIS OF A PFM MOLAR CROWN
The ANSYS" Revision 5.1 FEA program was used to create the
model of the ceramic-metal dental restoration and analyze various
load cases. Although a molar crown can be analyzed by an
axisymmetric model 3s.4,, a three-dimensional model needed to be
created _ to analyze stresses in the crown subjected to a nonsym-
meteric loading condition. A three-dimensional finite element
model of a mandibular second molar crown was developed and
the overall dimensions were selected to be consistent with the
values identified by Wheeler c_> for an average molar crown. It
was assumed that the natural enamel in the prepared areas was
completely removed.
The model of one half of the PFM crown is composed of four
materials. Figure 5 is a cross-sectional view of the this
3-dimensional model. At the center is the pulp chamber (modeled
as a void). The dentin layer is the remaining part of the original
tooth, to which the restoration is affixed. Directly in contact with
the dentin is a thin layer of metal, since the cement layer was
ignored with this model. A 200 _tm nickel-chromium alloy coping
acts as a support to alleviate stress build-up within the ceramic.
The metal layer is covered by two layers of ceramic materials.
The outer ceramic is porcelain B (J.F. Jelenko and Co., Armonk,
N.Y.) and the inner ceramic is known as porcelain O (J.F. Jelenko
and Co., Armonk, N.Y.). We have assumed that residual stresses
(which are induced in the ceramic due to contraction differences
between the metal, Opaque 4,and Porcelain B layers and
nonuniform distribution of temperature during high aspect
processing) were negligible. Failure or debonding in the metal
layer was not investigated (perfect bonding was assumed). A
cement layer, which is used to bond the metal to the dentin was
not considered. The materials were assumed to be homogeneous,
linearly elastic, and isotropic.
The model is composed of 9504 volume elements and 1685
surface elements. The volume elements are ANSYS" SOLID45
3-D structural solid 8 node brick elements, all of which are full
bricks (none are collapsed to prisms or tetrahedrons). The surface
elements are ANSYS" SHELL63 elastic shell elements which are
all collapsed to three-node triangles. Mesh density was concen-
trated in areas of high stress so accuracy could be maintained. The
elastic modulus values for porcelain B, porcelain O, Ni-Cr alloy,
and the dentin were 68.0, 75.0, 210.0, and 18.6 GPa, respect-
ively, and the corresponding Poisson's ratios were 0.28, 0.28,
0.33, and 0.31, respectively. The effect of the pulp region on
stress was considered to be negligible. General guidelines for
material thickness were followed such that the body porcelain
thickness was generally 1.05 mm thick, the opaque porcelain was
0.35 mm thick, and the Ni-Cr alloy was held constant at a
thickness of 0.20 nun. The overall height of the tooth-crown
combination was 9.1 ram, and the width at the root was 6.00 ram.
The use of a three-dimensional model allowed concentrated
directional loading on one cusp of the crown to be examined
(rotational or twisting loads were not considered). A simple fixed
support is assumed at the bottom (root) portion of the dentin and
the plane of symmetry is fixed with respect to out of plane
displacements and rotations. The top surface of the crown had
gradual height undulations varying by 0.50 nun to simulate the
four cusps.
To study surface stresses, shell elements were placed on
selected surfaces sharing common nodes with the solid elements.
The outer surface of porcelain B had shell elements placed on the
areas surrounding the load and the opposing side of the
restoration. The areas which are shared by the metal layer and
porcelain O also had shell elements applied to them. These
surfaces were expected to experience the highest stresses for the
various load cases investigated. The interface between the two
porcelain materials was not examined since they have similar
elastic modulus. The shell elements were set with a very small
thickness (lxl0 "6ram) and with membrane properties only (no
bending stiffness) so that a negligible amount of stiffness was
added to the problem. Note that the capability to selectively add
shell elements enabled interior surfaces to be analyzed and planes
of symmetry to be ignored (not erroneously recognized as a
surface). The presence of the shell elements yielded the in-plane
elemental surface stresses and corresponding elemental areas.
Two-dimensional finite element stress analysis of ceramic
crowns for anterior teeth indicate that the loading orientation is a
major cause of tensile stresses<+°>.As a result three loading cases
were used to evaluate the stress distribution within the restoration.
The first case was a load of 300 N applied perpendicular to the
face of one cusp. The second load case was a 300 N load applied
30 degrees from perpendicular directed toward the center of the
tooth. The third load case was a 600 N load applied vertically at
the peak of the cusp. The loads were distributed over the surface
of I0 elements which made up an area of roughly 0.5mm 2 (one
square millimeter for a whole 360 degree restoration). Direct
forces were applied to the nodes of these elements. All three load
cases were investigated for fast-fractore reliability. The first load
case was also investigated for cyclic loading by assuming it
approximated a chewing action.
Figure 6 shows first-principal stress plots for the three load
cases. All the load cases indicate highest stresses are in the
metallic layer. Maximum stress within the metal layer was
73 MPa, which is well below the 690 MPa yield strength of the
alloy. As shown in the plots, the high elastic modulus of the metal
alleviates stress build-up in the porcelain materials, especially at
the opaque-metal boundary. In fact stresses in the opaque
porcelain near the metal layer, although tensile, are quite low in
magnitude (maximum stress was 26 MPa). Certainly, debonding
and metal fatigue resulting in stress redistribution and allowing the
oral environment to contact with the opaque porcelain can
drastically affect the integrity of the restoration, but these failure
modes were not considered. Peak stress for the porcelains
consistently occur in the porcelain B surrounding the load. This
is an expected result of the Hertzian type of loading. Obviously
other loading distributions may reduce or increase this localized
stress. For the loading situations used in this study the Hertzian
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stress are believed to be realistic and capable of inducing material
damage. Whether this damage would remain as localized
cracking, chipping, or result in failure of the restoration is beyond
the scope of this study. Suffice it to say that even localized
cracking or chipping could necessitate repair or replacement of the
crown, and therefore is an undesirable situation we consider
equivalent to a "failure." Overall, while the highest porcelain
stresses occur on the porcelain B surfaces, there is also a
significant distribution of tensile stress throughout both porcelain
volumes. This situation is significant regarding the reliability of
the restoration.
The degree of crack growth is dependent on both the magnitude
and the duration of abe applied stress. Therefore, it is not only dif-
ficult to estimate the effective applied stress in the oral environ-
ment, but the life estimation may be further complicated by crack
healing or blunting of the crack tip during prolonged non-stress
periods. This analysis is based on conservative assumptions
regarding the statistics and physics of crack growth. Thus,
predicted lifetimes will represent lower bounds with respect to
material integrity. Of course, unaccounted failure modes will
change lifetime estimations and this analysis did not consider the
integrity of the bonding. Keeping this caveat in mind, reliability
results for the three loading cases can be discussed. Fractography
of specimen surfaces were not segregated into flaw type, which
would allow concurrent flaw populations to be considered in the
reliability analysis. Reliability results are presented based either
on volume flaw failures or surface flaw failures, but not both
simultaneously. Figure 7 shows a Weibull plot of the overall
results for the fast-fracture probability of failure versus the
magnitude of applied loading for the molar crown for volume flaw
analysis. The crown is much more sensitive to flaws distributed in
the volume than flaws residing on the surface. This is a reason-
able result, since the volume under tensile load is much greater in
the crown than the flexure specimen disks. In contrast to this, the
area fraction of the crown that experiences tensile stress relative
to that of the disk specimen is significantly smaller. This does not
mean that the crown will fail from volume flaws and not surface
flaws. Rather it points to the need to firmly establish the identity
of flaws in the disk specimen experiments. Also, since flexure
tests are especially sensitive to surface flaws, these results perhaps
point to the need for further tensile specimen testing where more
of the specimen volume can be exposed to high levels of stress.
Table 3 is a breakdown of the failure probability for each material
under the three load cases for surface and volume flaw analysis.
The material numbers represent various slices from the whole
model geometry. It is clear that the porcelain B is driving the
failure response and not the porcelain O. This is understandable,
since the porcelain B is a weaker material than the porcelain O
(they both have similar We_ull moduli) and the highest stresses
are experienced by the body porcelain, especially as a result of
Hertzian contact stresses. Obviously, Hertzian stresses are
strongly dependent on the nature of the load, placement of the
load, and the topology of the crown surface. Consequently one
must be careful when extrapolating these results in a general
fashion to clinical experiences. On the other hand, stresses around
the metal layer seem less sensitive to the loading. Therefore,
meaningful design guidelines may be more feasible here.
Obviously, a clinical and laboratory study further exploring these
issues is needed here before firm conclusions can be reached.
The time-dependent probability of failure is shown in Figure 8.
This was for surface flaws on the exposed areas of the porcelain
B. It was assumed that the interior surfaces of the porcelains at the
metallic layer and at the interface of the two porcelains were not
exposed directly to the environment. Further it was assumed that
the volume flaws were not exposed to the oral environment. Of
course, depending on porosity or the ability of the saliva to diffuse
into the material this may or may not be a correct assumption.
However, without a firm basis to assume stress corrosion can
occur inside the material, the issue is ignored here. Since dental
porcelains are sensitive to mechanical fatigue effects _9) a volume
and surface flaw analysis investigating ramifications of material
integrity using the Walker law (detailed in equations (15) and (16))
is desireable. Unfortunately, the current lack of usable data
regarding this phenomenon precludes presenting results here.
Based on the stress corrosion data from Fairhurst et al. _) we are
assuming a cyclically applied sawtooth loading waveform with a
stress ratio of zero (R=0.0). Assuming a cyclic frequency of 1
Hertz allows reliability to be predicted as a function of the number
of cycles. For the various constant peak applied loads indicated in
the figure, the effect of stress cycles on reliability is revealed.
CONCLUSION
The use of ceramics for load-bearing applications depends on
the strength, toughness, and reliability of these materials. Ceramic
components can be designed for long service life if the factors that
cause material failure are considered. This design methodology
must combine the statistical nature of strength controlling flaws
with fracture mechanics to allow for multiaxial stress states, con-
current flaw populations, and subcritical crack growth. This has
been accomplished with the CARES/LIFE public domain com-
puter program for predicting the time-dependent reliability of
monolithic structural ceramic components. CARES/LIFE has been
used in this study to examine the durability of a ceramic-metal
molar dental restoration.
For all load cases, fast-fracture failure occurred in the
porcelain B volume. One of the reasons for this was the stress
distribution within that volume. Results of this analysis have
shown that the nickel-chromium coping successfully relieves stress
from the ceramic components of the PFM restoration by absorbing
the high stresses. The maximum stress in the metal layer was
73 MPa, which is well under the 690 MPa yield strength _4_of the
metal. Since the stresses are relatively low in the region of
porcelain O and they are relatively insensitive to surface topology,
failure of the restoration is not likely to occur here. However, if
debonding or metal fatigue was to occur because of the high
stress in the metal, the chance for failure in the porcelain O would
likely be much higher.
The combination of a concentrated load, stress distribution,
and volume flaws control the probability of failure within the
volume of the restoration. The concentrated load produced a
Hertzian stress distribution. The load most likely to initiate failure
was oriented 30 degrees from perpendicular, which produced very
high tensile stresses on the tip of the loaded cusp. Porcelain B
sustained the highest slresses and therefore the greatest probability
of failure.
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FUTURE WORK...
Future work should contrast the results in this paper for a PFM
crown versus an all-ceramic crown luted with cement. The influence
of reduced metalthicknesson the reliabilityof PFM crowns isalso
beingstudied.Ultmthinmetalthicknessof0.1 mm has been proposed
for use with PFM restorations, but the long-term durability of these
crowns has notbeen fullyinvestigated.
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Table 1: ' of statistical, biaxial
PORCELAIN B POU¢'_J._l_ 0
Smrlraee V,_mme Sm_a_ V-L-.---
a 0 _MPm_unma_m_ 67.6 57.6 100 83.9
ae (MPa) 70.2 70.2 102 102
m 15.7 15.7 14.0 14.0
A, (ram2) 167 N/A 167 N/A
V, (ram3) N/A 133 N/A 133
Table 2: Sunmm_ of statistical parameters for the biaxial flexure specimens
PORCELAIN B PO_t'_J AIN CI/C3
Ssrfa_ Vokmte Sm'fa_ V,J.-_
(x, (MPaemm_ 73.0 57.5 93.2 72.2
ae(MPa) 78.8 78.g 99.5 99.5
m 15.5 15.5 14.8 14.8
N 25.8 25.8 28.5 28.5
n _e_-_) 0.06 0.05 0.01 0.008
/m A 3.89 3.89 4.1 4.1
A_ (mmz_ 37.5 N/A 37.5 N/A
V, (ram_) N/A 82.5 N/A 82.5
Table 3: Probability of failure and maximum stress for each group of elements within the porcelai_ Element groups are
3@0NEWTON LOAD P_-itPENDI_ I['O SURFACE
O(2)
s_
o_
_moqh
Volume 0.I 146E-01
,,f(sa_)
7O
Vohme 0.6416E-06 50
Surfat_ 0.3232E-07 26
Surfm_ 0.3453E-13 12
Surfat_ 0.4219E-14 9
Surfao_
Surface
0.1146E-01
0.0000E+00
0.4996E-14
0.3252E-07
I0
3100 NEWTON LOAD 30" FROM I'IgRIPENDI_ LOAD CASE
s(n)
s(s)
o(s)
cO)
Oversll V_ls_ Pf
Overall Surface P!
Frse_re Or_s
Vm
h
0.1194E+00
Volume 0.4516E-06 50
Sm'face 0.5865F_7 27
Suffat_ 0.0000E+00 9
Stwface 0.0000E+00 1
Suffa_ O.0000E+O0 0.2
Suffa_ 0.0000E+00 2
0.1194E'_00
0.586_.07
6@0 NEWTON LOAD APPLIED VE_iiCAL TO CROWN
_(MI'*)
81
a(n)
o_8)
rmo_. Pf
91Volume 0.3552E+00
Volume 0.3897E-03 83
Serface 0.8173E-11 15
Seurfa_ 0.1060E-10 17
Surface 0.0000E+00 7
Surface 0.0000E+00 4
Surface 0.0000E+00 6
Overall Voimm_ P,
Ovema Sarfa_ P_
0.3555E+00
0.1877E.10
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Figure 1 .--Fractographic results of an all Dicor ® crown showing failure initation along the internal surface of the crown.
Figure taken from reference 36.
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